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HEAT-SHRINKABLE CAP WITH
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T - ~——COMPRESSION TYPE COPPER
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SPLICING ELECTRIC CABLE

QUICK DISCONNECTS - 2 POLE
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AND MECHANICALLY DISCONNECT

BOTH CONDUCTORS SIMULTANEOUSLY.

DUAL ELEMENT TIME DELAY TYPE FUSE

6 AMP ON LINE WIRE AND SOLID SLUG

ON NEUTRAL WIRE —
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BALLAST THAY AT LUMINAIRE

SPLICED CABLES (TYPICGAL)

1=1/C #6 GROUND
600 V¥ XLP-TYPE USE-2)

\ j}'\_—— POLE SHAFT

2=3" DlA. X 36°R
RACEWAYS MIN. OR
AS REQUIRED IN FIELD
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- COMPACTED GRANULAR (CA-61 ) 5
N o BACKFILL IN AREAS UNDER PAVEMENT L ,

- COMPACTED SELECTED BACKF ILL ¢ ¢ :

- UNDER TURF AREAS.

¢ 6" WARNING TAPE 74" DIA

T SAND BACKFILL CONLY WHEN CONDUIT OR POLE BASE WIRING
UNIT DUET IS PLACED IN TRENGH)
B — GONDUIT OR UNIT BUCT
& +o 12"
TRENCH AND BACKFILL
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